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The PB-series
The PB pedestal is the latest innovation developed by Buzon® and lends 
itself to many different applications and designs. Our pedestals are adjustable 
from 18 to 955 mm and are ideally suited to creating residential and 
commercial spaces. 

Thanks to its ingenious design, the PB pedestal is easy to adjust and allows for 
quick and robust installation. The enlarged surface of the head of the pedestal 
is specially adapted to support terraces made of natural stone, ceramic pavers, 
concrete timber decking or composite material.
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Laying on pedestals
Creating a terrace in a conventional manner is not always easy. Expansion of the 
joints, water runoff, control of slopes, etc. All these problems strongly compromise 
the durability of the terrace. It's in this context that laying on pedestals quickly 
became a requirement, responding to all the constraints encountered on the sites. 

With professional queries, Buzon® was able to respond to market expectations and 
develop solutions and products for all types of projects. Residential terraces, flat roof 
terraces, garden landscaping, fountain terraces, podiums, marquees, technical floors 
for industrial applications, etc... 
Buzon® offers solutions for each project. 

Presence of open joints avoiding all risks of 
cracking compared to closed joints. Water 

runoff and drainage is made easier.

Pedestals adjustable from 18 to 955 mm

Better thermal and acoustic insulation

High stability due to a large head 
of the pedestal

Sustainable solution

Quick and easy installation

Easy access to the waterproofing 
membrane or substructure

ADVANTAGES:



23

Easy and precise slope correction up to 5%

A system capable of supporting heavy loads

A broad selection of accessories for 
the terrace finish

Concealing services

Protection of the waterproofing membrane

100% recyclable
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PB-01

28-42 mm

PB-1

42-60 mm

PB-2

60-90 mm

PB-3

90-145 mm

PB-4

145-245 mm

PB-00

15 mm

PB-0-S18

18-28 mm

Fixed Adjustable

↓

U-PH5

↓

U-PH5

↓

U-PH5

↓

U-PH5

↓

U-PH5

↓

U-PH5

↓

U-PH5

Our PB-series

 « Adjustable 
 pedestals from 
 18 to 955 mm » 
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PB-5

230-315 mm

PB-6

285-367 mm

PB-7

365-480 mm

PB-8

480-595 mm

PB-9

560-715 mm

PB-10

675-830 mm

PB-11

755-955 mm

↓

U-PH5

↓

U-PH5

↓

U-PH5

↓

U-PH5

↓

U-PH5

↓

U-PH5

↓

U-PH5
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The PB pedestal can be used with the U-PH5 slope corrector, placed under the base of the pedestal.

+ 14 mm With the U-PH5 slope corrector, the additional 
height is 14 mm.

U-PH5
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Top of the pedestal 
The top of the pedestal screws directly into 
the base or into the coupler to increase the 
height of the pedestal.

The extra large head of the pedestal has 
been specially developed for laying thick 
paving. 
Various accessories are fixed on the top of 
the pedestal to respond to the problems 
encountered on the sites. 

Couplers  
The PB couplers are inserted between the 
base and the head of the pedestal to create 
the various heights of pedestal in the PB 
series

The use of couplers increases the height to a 
maximum of 955mm.

Base of the pedestal 
The base can be simply laid or fixed on any 
type of substrate.

Composition of the PB pedestal

PB-C1

H: + 85 mm 
to + 120 mm

PB-C2

H: + 195 mm 
to + 235 mm

PB-4-TOP

Diameter of the 
top 170 mm, 
surface 227 cm²

PB-4-BASE

Diameter of the 
base 197 mm, 
surface 305 cm²

The detailed composition of the 
pedestal is shown from p. 58 to p. 64.
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Security system 
The pedestal in the PB series are equipped 
with a safety locking system preventing 
each element from over rotating when the 
maximum height is reached. 

8 holes at the base of the pedestal 
ensure complete drainage

Lateral reinforcements give 
structural support which improves 
the stability and strength of the 
pedestal

8 holes around the base enable the 
mechanical fixing of the pedestal to 
the substrate
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The PB-0-S18 pedestal
The latest pedestal in our PB series, the PB-0-S18 is adjustable from 18 to 28 mm. 
Thanks to its spurs, it easily adjusts in height which allows a quick and reliable 
installation. The PB-0-S18 pedestal will facilitate the construction of the terrace 
when the void height is low.

ACCESSORIES

DPH-KIT-5

PB-0-S-TABS

2 mm

PB-0-S-TABS

3 mm

PB-0-S-TABS

4.5 mm

Spacer tabs for the PB-0-S18 pedestal

Support for wooden joist

PB-0-S18

18-28 mm
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 « Simplifies the realisation of the terrace » 
 « Precise adjustment from 18 to 28 mm » 
 « Robust and stable » 

ADVANTAGES

If the adjustment height is known, it is possible to adjust the PB-0-S18 precisely 
with its spurs before installing it.
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18 ------ 28 mm


